
CleanStar C60/C67 HPW 3-Way Valves®

Ultra pure PFA diaphragm valve 3/5 way, manually operated (C67) and
pneumatically operated (C60)
€The Cleanst ar® C60/C67 HPW 3/5 way High Purity Diaphragm valve is a unique design that features two

valve seats. These may be assembled in a variety of actuator combinations that gives this valve design
many distinct advant ages. The proven actuator durability of C60/C67 actuators, the weir seat and 3 way
body configuration, provide the user with broad application possibilities. As a diverter or a blending valve,
control patterns range fro m 0 - 100% and can be fully integrated with existing GEMÜ process controls.

€
€
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€

Connections: 1/2Ž and 3/4Ž
Working Pressure: 90psi (Max 6 bar const ant upstream)
Working Temperature: Max 90°C (194°F)
Materials: All wetted parts PFA, TFM (diaphragm), exterior
parts in PVDF

How to order

C67 / Y8 / V / 75 / 30 / 5A / F / 2 / S / 8 / 75 / HPW
Type
C60
C67

8 1/2Žtube, DN 10
12 3/4Žtube, DN 15

Size

Y - axis

Position of
Space Saver Option

Body configuration
V 3-Way Valve body

30 PFA

Body
material

75
77

Flare connection with PVDF nut
Flare connection with PFA nut

Connections

75
77

with PVDF nut
with PFA nut

Connections
Flare connections

Diaphragm
material

5A TFM

X - axis
Z
S - X+Z axis

- axis

Space Saver Option

8 1/2Žtube, DN 10
12 3/4Žtube, DN 15

Size

Operation Ref. No.

*Refer to Control
Function Table Above
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Connection

1 2 + 3
100 60 G 1/8"

Control Pressure (PSI)
Control Function

* with water at 68° F, p = 1 psi

Cv Value
Size Connection Ref. No. Ref. No. Intern. DN Actuator Gal/Min*

1/2" tube Flare connection 75 and 77 8 10 2 2

3/4" tube Flare connection 75 and 77 12 15 2 3.7

Connection Size

1 ,2, 3

Actuator Size

Ref. No.
Type Actuator Type C.f. Type Actuator Type C.f.
C60 Normally Closed 1 C60 Normally Closed 1 1
C60 Normally Closed 1 C60 Normally Open 2 D
C60 Normally Closed 1 C67 Manually Operated 0 F
C67 Manually Operated 0 C60 Normally Closed 1 A
C67 Manually Operated 0 C67 Manually Operated 0 0

*Further combinations on request

Control Function / Actuator Type (Ref. No.)
Valve 1 (X - Z) Valve 2 (Z-Y)

€Optional flow direction
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Dimensions
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C67 3-Way Valve
(Manual/Manual)

C60 3-Way Valve
(Pneumatic/Pneumatic)

C60 3-Way Valve
(Manual/Pneumatic)

C60 3-Way Valve
(Pneumatic/Manual)

Dimensions stated in all drawings are identical for connection sizes 1/2Ž and 3/4Ž 22
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